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1. Download and Install App: iSthru+ 

For new user registration, please download the iSthru+ App from Google Plays (Android) or 

App Store (Apple iOS).  

 Google Plays(Android) 

   

 App Store(iOS) 
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2. Sign Up & Log In 

1. Launch the iSthru+ app, then click Sign Up to create a new account. 

2. Enter your email address, then click Send Code. 

3. Go to your mailbox to get verification code, then enter the code into the Sign Up page. 

4. Enter Password and Confirm password, then click Sing Up to activate your account. 

5. Enter your email address and Password, then click Log In. 
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3. Add Cameras 

1.  Open iSthru+ App, and tap the “+”to add new camera. 

2. Tap the IPCam, then Tap the “Been connected to the router”. 

             

3. Scan the QR code on your camera. 

4. If you are unable to scan the QR Code, the UID must be entered manually. Tap  to 

Add Device page. Enter UID, which can be found your camera label and current password. 

Then tap the Tick  at the top of the screen. 
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4. View devices page 

When you launch iSthru+ App, the Devices page displays. 

 

 

A. Account: for more information, please see Account on page 7. 

B. Device: for more information, please see Device on page 6. 

C. Photo: check the snapshots and videos recorded in your smartphone. 

D. Add Cameras: for more information, please see Add Cameras on page 5. 

E. Cloud: this service will be available soon. 
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5. Account  

Click the icon  on the top left of the homepage. 

Change Password 

1. Tap  on the top of the screen. 

2. Click Change Password, then go to Change Password page. 

                新 

Log out of iSthru+ app. 
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6. Device 

Select the icon  to check individual camera. Click the icon  to view Live video. 

                  

 

A. Setting: for more information, please see Setting on page 9. 

B. Status: check the status of the camera and battery. 

C. Live functions: for more information, please see Live functions on page 16. 

D. Temperature Data: for more information, please see Temperature Data on page 17. 

E. Event: check all event and recording videos in the SD card of your device. Please see Event 

Data on page 21. 

F. Recording: tap this icon to enable video stream recording in your smartphone. Check the 

videos recorded in your smartphone. Please see Photo on page 6. 

G. Snapshot: tap this icon to take a snapshot of video stream in your smartphone. Check the 

snapshots recorded in your smartphone. Please see Photo on page 6. 

H. Full Screen: tap this icon to enter full screen view. 
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I. Speaker: Tap this icon to enable your smartphone's audio for listening to the device's 

surrounding area. 

J. Mic phone: hold this icon to send your voice to the camera’s built-in speaker. This feature 

will not be available, if speaker is not built in your camera. 

 

6.1 Setting 

Tap  on the top right of the device page, then go to the device setting page. 

       

 

6.1.1 Recording Mode 

Tap the tick to turn SD card recording and event off and on.  

Note: The options will be displayed only after completing the recording and event settings in 

the camera web page. 
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6.1.2 OSD Setting 

Select this option to enable the On-Screen Display feature for your camera. This will allow 

some information to appear in the top-left corner of the camera's video. After making any 

changes, click the Tick  icon to save your changes. 
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6.1.3 Light Settings 

To configure your camera's IR LED/ White light LED and IR-cut removable filter behavior. After 

making any changes, click the Tick  icon to save your changes. 

 Off: Disables the IR light / White light LED.  

 On: Enables the IR light / White light LED.  

 Sync With ICR: The IR light will turn on when the ICR filter is disabled (night mode). This 

feature will not be available, if ICR is not built in your camera. 

 Schedule: The IR light will turn on or off according to the schedule that you specify 

below. This feature will not be available, if ICR is not built in your camera. 

          

 

6.1.4 Temperature Render Settings  

 Enable: Toggle this to enable temperature render functions. After making any changes, 

click the Tick  icon to save your changes.  

Note: This feature is synchronized with the camera settings. If changes are made here, 
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the previous settings on the camera will be overwritten with the new settings. 

 Render Color: There are six colors available for temperature render. 

 Mode: Select over, lower, or between temperatures to highlight the area with your 

selected render color. 

 Render Temperature: Enter the value in °C of render temperature. 

          

 

6.1.5 Advanced Settings 

Thermal Global Settings 

You may configure global settings with different parameters for your camera. After making 

any changes, click the Tick  icon to save your changes.  

Note: This feature is synchronized with the camera settings. If changes are made here, the 

previous settings on the camera will be overwritten with the new settings. 

 Unit: Select the displayed temperature unit °C or °F. The default unit is °C. 

 Effective Range: Select -20 to 120°C (±3.0 °C) or 100 to 500°C (±3%) for your effective 
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range based on the specific application.    

 Distance: Enter the distance value from the camera to targets in meters. 

 Offset temperature: Enter the value of offset temperature on the full screen. 

 Image Merge: Enable the visible image overlaid with the thermal image. 

 Debug Mode: Enable this will allow connection information to appear in the top of the 

camera's video for your device connectivity diagnostics. 

        

 

6.1.6 SD Card Information 

To view the status of the SD Card for this device. Click Format SD Card to format the micro SD 

card automatically and create the Video and Picture folders. 

Note: This option must be executed with caution. After formatting, all the data originally 

stored on the SD card will be permanently deleted. 
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6.1.7 Battery 

To check the status of our solar battery system, which is connected to our camera.  

Note: When our Bi-Spectral network camera is connected to our RS-485 power supply of the 

solar power battery system, the power consumption information of the battery system can 

be obtained. If there is no connection to our solar power system, there will be no battery 

information available for reference. 
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6.1.8 Device Information 

This page displays detailed information about your camera and the services running on your 

camera. 

           

 

6.1.9 Change Passwoard 

Here, you may modify the administrator’s password for your camera. 

Note: After executing this option, the password of the original camera will be changed 

simultaneously. Please remember the new password after the change. If you forget the 

password, the camera will need to be restored to its factory settings. Use the default 

password to access it. 
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6.1.10 Remove this Device 

Tap this button to dsicconecet this device from your account. 

          

 

6.2. Live functions 

Select this option  to enable Mode switch, color scheme, and render funtions on your 

live video stream. 
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Note: This feature is synchronized with the camera settings. If changes are made here, the 

previous settings on the camera will be overwritten with the new settings. 

                     

 

6.2.1 Mode switch 

Select Video 1 (Thermal and visible mdoe), Video 2 (Visible mode), or Video 3 (Thermal 

mdoe)for your live video profile.  
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6.2.2 Color Scheme 

Select the different palettes depending on the surveillance scenes.  

                  

 

6.2.3 Temperature Rendering 

 Enable: Toggle this to enable temperature render functions. After making any changes, 

click the confirm button to save your changes. 

 Color: There are six colors available for temperature render. 

 Condition : Select over, lower, or between temperatures to highlight the area with your 

selected render color. 

 Temperature: Enter the value in °C of render temperature. 
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6.2.4 Temperature Data 

You can check history data of temperature saved in the camera micro SD card 
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 Calendar 

Select a specific date, which you want to search, in the calendar. 

          

 

 View historical temperature records and trends. 

Select 1, 7, or 30 days history data of temperature. This function is for viewing the historical 

temperature records and trends stored in the SD memory card in the past day, seven days, or 

30 days. 

The temperature records saved in the SD card are recorded every five minutes. 

Among them, the highest temperature means the highest temperature that occurred within 5 

minutes before the record point. The lowest temperature indicates the lowest temperature 

within 5 minutes before the record point. The average temperature indicates the overall 

average temperature of the entire screen in the past 5 minutes of the record. 
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 Type 

Select highest, average, or lowest temperature for your data type. 

          

 

 Baseline   

Set a vale in°C, which is a baseline in your chart to quickly compare the temperature data 

curve and the baseline. 
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 Checkbox 

Use the checkboxes to select which thermal detection data displayed in the chart. 
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7. Event 

Launch your App (iSthru+), then connecting to your camera. Select  to check all event 

and recording videos. The first page you enter will display all video files, including events and 

continuously recorded video files. 

           

 

7.1 Event 

Select  to check event videos only. You may also check the same event videos on 

your camera SD Card webpage. 
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7.2 Recording  

Select  to check recording videos only. You may also check the same recording videos 

on your camera SD Card webpage. 

 

 

7.3 Search  

Select  to search videos Within half a day or a day. You may also select Custom to set 

time range. 

             


